
FD3051 Intelligent Capacitive Pressure Transmitter
Product Overview

Performance Index

F D 3 0 5 1  s e r i e s  i n t e l l i g e n t  c a p a c i t i v e  p r e s s u r e  t r a n s m i t t e r  i s  a 

h igh-prec is ion,h igh s tab i l i ty ,mul t i -parameter  pressure/d i f ferent ia l  

pressure measurement  product ,wi th  HART protoco l .  The re l iab le 

exp los ion-proof  st ructure des ign and standard ized s ignal  output ,  

h igh accuracy and wide range, suitable for precis ion measurement 

of  f lu id pressure. Performing dig i ta l  communicat ion with HART375  

Communicator ,  and e lect romagnet ic  rad ia t ion meets  the IEC801 

standard.

Item Technical Parameters

P r e s s u r e  R a n g e 0- 0.1kPa ～ 40MPa（Specif ic refer to select ion table）

P r e s s u r e  T y p e gauge/ absolute/ negat ive/di f ferent ia l  pressure Opt ional

Q u a n t i t y  r a t i o 40:1

A c c u r a c y  0.25%F.S  /   0.5%F.S Opt ional

L o n g - t e r m  S t a b i l i t y 0.1%F.S /Year

W o r k i n g  T e m p e r a t u r e - 20℃～ 80℃

P o w e r  s u p p l y 12V ～ 32VDC（Recommend 24VDC）

O u t p u t  s i g n a l 4mA ～ 20mADC  /  1V- 5VDC /  RS485 Opt ional

P r o t o c o l MODBUS RTU/  HART

Electronic connect ion M20*1.5(F)standard

E x p l o s i o n  p r o o f  g r a d e Exia I I  CT6 Ga、Exd I I  CT6 Gb、ExtD A21 IP66 T80℃

P r o d u c t s  W a r r a n t y 12 months

Main Feature

Dimensions Electrical interface and wiring
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Power

Ammeter The second display instrument

250Ω

HART Communicator

PRESSURE MEASUREMENT

◆ Wide measurement range.Gauge,Absolute,Negat ive pressure

◆ The sensor adopts digi ta l  compensat ion and nonl inear correct ion

◆ Laser marking, exquisi te appearance

◆ Digi ta l  c ircui t  design,on- s i te adjustment button to zero

◆ IP65 protect ion design, sui table for f ie ld,  open air  and other harsh environments

◆ Meeting GB3836 standard ,  Obtained Explosion-proof cert i f icate
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